CHRYSO® BioClean
Harmless truck cleaner
Safe for users, equipment and the environment

Description
®

CHRYSO BioClean is a new generation truck cleaner
that allows a safer use for users, equipment and
environment.
®

CHRYSO BioClean is a non acid, non corrosive truck
wash containing an anti stick agent that removes
concrete as effectively as traditional acids.
CHRYSO ® BioClean contains the finest grease cutters,
detergents, brighteners, natural rust inhibitors and
natural bean waxes.
A simple one step application of CHRYSO® BioClean
quickly removes grease, oil, rust, grime, dirt, diesel
stains and soot and protects your equipment from stains
and concrete build up.
®

CHRYSO BioClean can be applied to any part of the
truck, including glass, chrome, aluminum, rubber, plastic
and paint.

®

CHRYSO BioClean is the only truck cleaner which
harmlessness is verified by the following tests:
- OECD 404 (dermal irritation): Non-skin irritant
- OECD 451: non mutagenic.
- OECD 202 – 48 h (oral toxicity): non toxic.
- OECD 301D (biodegradability): readily
biodegradable.
- DOT tests protocol metal corrosion: non
corrosive.

Characteristics
 Nature: liquid
 Colour: clear to light yellow
 Density: 1.05 ± 0.02

Application
Areas of application
 Cleaning and protection of ready- mix and cement
truck.

CHRYSO® BioClean can be either sprayed or brushed
onto the surface of the concrete build up. Apply to build
up, let the product loosen the residues, brush and rinse
with clean water. Repeat as needed.
To eliminate heaviest concrete build up, CHRYSO ®
BioClean can be left on overnight to loosen the residues.

Method of use
Dosage rate: 250 to 400 g of solution per m².
®

Depending on the severity, CHRYSO BioClean can be
diluted accordingly:
 Severe build-up: use pure or dilute 1 :1 (1 part
®
CHRYSO BioClean / 1 part water)
 Heavy to extra heavy build up: dilute 1/2
 Moderate to heavy build up: dilute 1/4
 Light to moderate, everyday build up: dilute 1/6

Precautions
 Shelf life: 24 months.
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Safety
This product is classified as “harmless”.
In case of exposure, it is recommended to wear your protective equipment.
Before use, refer to the safety data sheet on our internet site www.chryso.com

The information contained in this document is given to the best of our knowledge and the results from extensive tes ting. However, it
cannot, under any circumstances be considered as a warranty involving our liability in case of misuse. Tests should be carried out before
any use of the product to ensure that the methods and conditions of use of the product are satisfactory. Our specialists are at the disposal
of the users in order to help them with any problem encountered.
“Please enquire for the latest update”

Last update:

02/11

